
Interim Procedures for 24 Port MiLAN Switch Equipment Set-Up: 
 

1. If this assembly is to be configured to be H409508-2 or H409508-3, Fiber 
Optic Transceiver, remove metal plate attached to the right front of the 
switch, then install the Dual Fiber Module. 

2. Attach the rack mount brackets. 

3. Attach AC power (at the rear panel) to MIL-SM2401-STK switch. 

4. Connect the MIL-SM2401-STK to the Wx Laptop as shown by Figure 1. 
The Wx Laptop may need a Serial-to-USB adapter. 

 

Figure 1 – Connection Diagram 

5. Find the COM port used by the PC. 

a. Right Click <My Computer> <Manage>. 

b. Click on “Device Manager”. 

c. Scroll and expand “Ports (COM & LPT)”. 

d. Choose the appropriate COM port for the Serial On USB Port (see 
Figure 2). Write the COM port here _____________ 



 
Figure 2 – Device Manager Window 

This PC uses a Serial-to-USB converter so COM4 is chosen. 

e. Close the “Computer Management” window. 

6. Establish a HyperTerminal connection: 

a. <Start> <All Programs> <Accessories> <Communications> 
<HyperTerminal> 

b. If prompted, click “Cancel” for a new connection name. 

c. In the HyperTerminal menu click <File> <Properties>. 

d. Select the appropriate COM port in the “Connect using:” dropdown. 

e. Click “Configure” . 

f. Settings are 9600 Bits per second, 8 Data bits, None Parity, 1 Stop 
bits, None Flow Control. Click “OK” twice to return to 
HyperTerminal window. 

g. Click <Call> <Call> in the menu. 

h. If prompted, enter “MiLAN Switch” in the new connection name. 

i. Click in the white space and hit <Enter> to bring up the login 
screen (Figure 3). 



 

 
Figure 3 – Login Screen 

7. User Name is root. Password is root. 

8. Type at the prompt: switch> menu. 

9. Use the arrow keys to select Switch Configuration. 

10.  Select Port Configuration. 

11.  Select <Edit>. 

12.  Use the arrow keys and the space bar to change the settings for port 01-
08 to mirror Figure 4. 

a. State    = Enable 

b. Negotiation  = Force 

c. Speed Duplex  = 10 Half 

d. FC   = OFF 

e. BP   = OFF 



f. Bandwidth In  = 0 

g. Bandwidth Out = 0 

h. Priority   = Disable 

i. Security  = OFF 

 
Figure 4 – Settings for Ports 01-24 

13.  Press the Escape key. 

14.  Select <Next Page>. 

15.  Select <Edit>. Change the port settings for 09-16 to match 01-08.  

16.  Press the Escape key. 

17.  Select <Next Page>. 

18.  Select <Edit>. Change the port settings for 17-24 to match 01-08. 

19.  Press the Escape key. 

20.  Select <Next Page>. 



21.  Select <Edit>. 

22.  Change the settings for port 25-26 to mirror Figure 5. 

a. State    = Enable 

b. Negotiation  = Force 

c. Speed Duplex  = 100 Full 

d. FC   = ON 

e. BP   = OFF 

f. Bandwidth In  = 0 

g. Bandwidth Out = 0 

h. Priority   = Disable 

i. Security  = OFF 

 
Figure 5 – Settings for Ports 25-26 

23.  Press the Escape key. 



24.  Select <Apply>. 

25.  Hit any key after the settings are applied successfully to return to the 
configuration menu. 

26.  Select Port Mirroring Configuration. 

27.  Select <Edit>. 

28.  Use the arrow keys to navigate and the space key to toggle settings. 
Make the screen look like Figure 6. 

a. Mirroring State = Both 

b. Analysis Port  = Port.24 

c. Asterisks on every port except Port.24 

 
Figure 6- Settings for Port Mirroring 

29.  Press the Escape key.  

30.  Select <Apply>. 

31.  Hit any key after the settings are applied successfully to return to the 
configuration menu. 



32.  Select Main Menu. 

33.  Select Save Configuration. 

34.  Type y to continue. 

35.  Select Logout. 

36.  Close all windows on PC. Disconnect serial cable from MIL-SM2401-STK 
switch.  


